Common SRD Changes from Version 2, 8 February 1999 to

Version 2, Revision a, 8 March 1999

CCBD 99026—

1) Change the text of SRDX3.2.4.8.1.1-1 from “All C&DH subsystem interface conductors and circuits shall be compliant with the EMI/EMC specifications in Section 3.3.2.3.4” to “All C&DH subsystem interface conductors and circuits shall be compliant with the EMI/EMC specifications in Section 3.3.2.2.5 

2)
Change the text of Para 3.4.4 from “Sensor software and databases should be developed and managed in accordance with MIL-STD-498 and NOAA S24.806 software standards.  MIL-STD-498 will take precedence.” to “Sensor software and databases should be developed and managed in accordance with EIA/IEEE J-STD-016 and NOAA S24.806 software standards.  EIA/IEEE J-STD-016 will take precedence.”

3)
Change the text of Paragraph 4.3.1  STANDARD SCENES from:  “The government will use standard datasets and sensor performance models to test the performance of contractor sensor designs and algorithms, as well as supply standard datasets to contractors for their use in developing designs which meet the TRD requirements.  For all sensors, the government will develop a set of up to 10 (TBR) standard datasets in each of the climate categories relevant to the sensor and its allocated EDRs.  Up to half of these will be available to the contractors for design development.  The remainder will be retained by the government to evaluate designs which are delivered at PDR.  The sensor-specific details of the types and characteristics of the standard datasets are provided in the SRD (see paragraph 3.2.1).”

to:

“The government will use standard datasets, simulations, and/or models to test the performance of contractor sensor designs and algorithms, as well as supply standard datasets to contractors for their use in evaluating designs which meet the SRD requirements.  Any sensor-specific details of the types and characteristics of the standard datasets are provided in the SRD (see subparagraphs under paragraph 3.2.1).”
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